






After 3900 Hours of UseOriginal Color After New Lamp Installed

After 3900 Hours of UseOriginal Color After New Lamp Installed

Top Selling LCD XGA Projector Model 

Top Selling DL P XGA Projector Model

High Contrast Ratio for Superb 
Readability & Crisp-Clear Colors 

Non-DLP Projectors 
Native Contrast Ratio 800:1 (Typical)

DLP Projectors 
Native Contrast Ratio from 4000:1 (Typical)

Education Projector Series Common Features 
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One out of every 1.2 LCD projectors in the 2010 classroom is of DLP kind; out of which, 
one out of every 4 DLP education projectors is made by BenQ.

Save
You $220,849 in Five Years!

Filter-Free DLP® Projectors

1 Flawless Color
Accuracy without Decay2
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er Two 10W speakers are sealed and secured within each side 
of the projector with BenQ’s anti-shake design to deliver 
crisp-clear audio quality and projection stability. 
Connect a multimedia device to the projector to share 
music, videos or movies! At last, you get to talk less, enjoy 
more – without a dull moment in class!

Digital
Camera

DVD PlayerVideo
CameraMicrophoneMicrophone

Headset

20W Microphone 
Audio Power6

DLP Projectors 
with BrilliantColor

DLP Projectors 
without BrilliantColor

Unlike LCD projectors, which use only 3 colors (red, green 
and blue) to create the image on the screen, BrilliantColor 
processes up to 7 colors for incredible color fidelity.

BrilliantColor™ 
to Keep Colors True-to-Life 5

Filter-Free Design
for Lower Maintenance Costs43D Visualization

with DLP Link™3



What to Present with a USB Reader
File Name
.tiff
.jpeg
.jpg
.bmp
.gif
.png

Full Name
Tagged Image File Format
Joint Photographic Experts Group Format
Joint Photographic Group Format
Bitmap Format
Graphics Interchange Format
Portable Network Graphics Format

Teaching Application
Documents, Photographs and Line Art
Photographs and Paintings of Realistic Scenes
Photographs
Raster Graphics
Internet Graphics
Internet Graphics

www.BenQ.com.au

LAN Display offers a cost-effective solution for projector 
implementation management using a single LAN cable to 
control and display classroom projections through various 
display options.

Benefit Highlights
■ Easy installation with one LAN cable for control and display
■ Partial projection display option for easy content management
■ Simultaneous image display support available for special events
■ 4-to-1 display convenience for discussions and presentations

LAN

Simultaneous Class Presentation
via a Single LAN Cable

The Pros and Cons of Classroom Projection Connections

10m
Analog
High
Image
Image Display

LAN
Transmission Distance
Signal Type
Cable Cost
Signal Transmission
Function

100m
Digital  
Low
Image
Image Display & Control

VGA

The BenQ Wireless Display Adapter gives you big screen 
display with easy and simple set-up via USB 2.0 seamless 
WLAN connectivity.

Benefit Highlights
■ Quick and easy USB 2.0 wireless set-up for big screen display
■ Hassle-free projector installation with wires and cables out of the way
■ Seamless WLAN connectivity for centralized projector network control
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LAN Display
Ultra-Smooth Signal for Simultaneous Image Display7

BenQ education projectors give you the convenience of 
USB connection. All you have to do is plug it in! 

Benefit Highlights
■ Automatic resolution detection for the best image presentation

■ Extension support for simultaneous multi-projection display

Easy and Clear Class Presentation
with Just a USB Cable

USB Cable

USB Display
Plug-and-Play for Easy and Simple Set-Up8

Wireless Display
Ultra-Portable with Seamless USB 2.0 Wireless Connection9

Benefit Highlights
■   Plug-and-play teaching convenience
■  JPEG class presentations for clearer picture performances

Easy-to-Use Interface for Plug and Play

USB Reader
PC-Less Class Presentation with USB Flash Drive10

Education Projector Series Common Features 



Education Projector Series Common Features 
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BenQ’s Q Presenter offers an ultra-intuitive projection set-up 
system supported by 24 languages – allowing teachers to 
quickly search for and get connected to classroom projectors, 
as well as make adjustments to customize projected content 
with various projection tools. You can even directly set up and 
manage your remote desktop password here.

BenQ offers a wide selection of network education projectors that mesh 
seamlessly with your original LAN Control setting – whether it’s Crestron, 
PJ-Link or SNMP.

Benefit Highlights
■ Greatly reduced cost and time with one LAN cable to display images and manage 

 projectors across campus

■ Easy integration with Crestron, PJ Link and SNMP LAN Control system

■ BenQ LAN Control software available for dealers and schools new to LAN Control

Projector Network Control System

This projector network control system is 
designed to help IT personnel and projector 
managers handle everything from projector 
settings to performing routine maintenance 
simultaneously through simplified real-time 
facility-wide central access and control from 
one single station via web access.

Download
Get useful downloads here to go with your 
projector, such as the Q Presentor for helping 
teachers adjust the projector screen in class.

Virtual Keypad
Manage every projector on campus via the virtual 
keypad to keep remote controls out of the reach 
from curious students.

Display Setting
Change your projector settings here, including the 
projected image, lamp mode and power control.

Picture Setting
Adjust the projected image here, from picture mode, 
brightness and contrast to 3D color management.

Information
Get updated here with the status of each projector, 
projector network and wired LAN service.

Conference Control
Sign up here for multi-PC projection of up to 4 
projectors, and pick your own display location.

Crestron
BenQ projectors are Crestron-compatible. Access 
the Crestron system through this quick login link.

Admin
Log on here to conduct administrative tasks:
■ Set up automatic e-mail alerts for routine    
 maintenance and lamp replacements.
■ Perform real-time remote diagnostics to resolve  
 technical issues.    
■ Schedule shutdown times for end-of-day,  
 weekends and holidays.  

Share This with Your Teacher!

Share This with Your Teacher!

BenQ’s Remote Desktop function allows teachers to teach 
with just a wireless mouse and a keyboard via LAN 
connection!

Classroom
Building A

Classroom
Building C

Classroom
Building B

Classroom
Building D

Track Field

School Gym

School Administrative Building

Teach Here

Prepare for Class Here

Benefit Highlights
■ Teaching made easy with a wireless mouse and keyboard
■ Teachers free to locate and change files at all times
■ Even more convenient than the USB Reader feature
■ Decreased demands for having a computer in every class
■ Extra costs saved on computer purchase, maintenance and repair

Q Presenter
Handles All Your Display Needs!11 Remote Desktop

Teaching with a Wireless Mouse and Keyboard12

LAN Control
24/7 Networked Projector Maintenance and Control13
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Education Projector Series Interactive

Maximum zoom Minimum zoom

Projection distance

Center of lens

Screen

Vertical offset

Screen size
Diagonal W

(mm)
H

(mm)Inch mm
0598275401626703
76893016318610104
488052676101072105
1017164199121425106
53163891216261230208
8615501425123020452001
2024721928183428403021
2523061682284030183051
7330512840346040805002
0739632353307448855022
1248962018308050536052
5055423275469060267003

Distance from 
screen (mm)

Vertical offset
(mm)

There is 3% tolerance among these numbers due to optical component variations. BenQ 
recommends that if you intend to permanently install the projector, you should physically test the 
projection size and distance using the actual projector in situ before you permanently install it, so 
as to make allowance for this projector's optical characteristics. This will help you determine the 
exact mounting position so that it best suits your installation location.

Projection Dimensions

MP780ST PointDrawTM Projection System

Interactive Fun with Q Draw™ 
The PointDraw™ projection system comes with the Q Draw 
Interactive Software – a super cool teaching toolkit BenQ has 
thrown in for free to help teachers engage their class in every 
subject. It’s compatible with software applications such as Word, 
Excel, PowerPoint, Adobe, Internet Explorer and many more.

Q Draw consists of two sets of customizable tools. The standard 
tool set includes everyday features such as save, zoom, undo, redo 
and so on. It also includes a media clip function that allows teachers 
to record every teaching step. The advanced tool set helps 
teachers draw lines and shapes, screen what their students see in 
class and even provide spotlight effects to enhance learning!

1.3 20W Speaker
Short-Throw

SNMP

Interactive Projector
Free PointDraw Software
3D-Ready
LAN Display

Crestron LAN Control
USB Reader / Display
HDMI
20W Speaker

■ Native Resolution:    WXGA
■ Brightness (ANSI Lumens):  2500
■ Contrast Ratio (Full On/Off):  3000:1 
■ Lamp hours (Eco mode):    4000 hrs
■ Throw Ratio:     95"@1m (0.5T/R)

Key Benefits/Features :

Color Change Button

USB Port
Connect the PointDraw pen to your 

desktop computer, notebook or USB 

power adaptor using a USB cable to 

charge up. No batteries needed!

．Press this button to quickly choose the writing 

color of your choice – black, blue or red.

．Access the eraser function to erase parts of or 

the entire board.

L Mouse Button
Press this button to access the Q Draw™ 

Interactive Software remotely, as you 

would use a computer mouse.

*Specification may vary by model.

Thoughtful Design
A wrist strap and a stylish pen holder come free with purchase for your 
teaching and safekeeping convenience.

  E
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Pen Tip
Press the tip of the PointDraw 

pen directly on the projected 

screen to access the Q Draw 

Interactive Software.

The PointDraw projection system offer interactive capabilities as an interactive whiteboard with a 20W microphone-ready projector 
system that supports PC-less presentation. PointDraw requires no system calibration at all. Compatible with any computer operating 
system that supports a USB mouse – including Windows and Macintosh, PointDraw is also super easy to set up!

Getting Your PointDraw System Ready

1 Connect your PointDraw-enabled projector to a desktop 
computer or laptop using a USB cable and a signal cable 
(D-sub/HDMI).

2 Press the power button to turn on the PointDraw pen.

Press any button on the pen to turn on the projector.3
Check the projector screen to make sure it’s displaying the same 
image as the computer screen. And, you’re good to go.4

MP780ST 
PointDrawTM



Education Projector Series Ultra Short-Throw

Short-Throw

Microphone
Support

20W Speaker

MX850UST
Disruption-Free 
Learning for Small to 
Medium-Sized 
Classrooms Ultra 

Short-throw
1080P HDTV Compatible
Ultra Short Throw
1.07 Billion Colours
3D-Ready

LAN Control
HDMI
20W Speaker
Security Bar

■ Native Resolution:    XGA
■ Brightness (ANSI Lumens):  2500
■ Contrast Ratio (Full On/Off):  13,000:1 
■ Lamp hours (Eco mode):    5000 hrs
■ Throw Ratio:     81"@0.74m (0.4 T/R)

Key Benefits/Features :

Short-Throw

Microphone
Support

20W Speaker

MW851UST
Disruption-Free 
Learning for Small to 
Medium-Sized 
Classrooms WXGA 

Widescreen
1080P HDTV Compatible
Ultra Short Throw
1.07 Billion Colours
3D-Ready

LAN Control
HDMI
20W Speaker
Security Bar

■ Native Resolution:    WXGA
■ Brightness (ANSI Lumens):  2500
■ Contrast Ratio (Full On/Off):  13,000:1 
■ Lamp hours (Eco mode):    5000 hrs
■ Throw Ratio:     95"@0.74m (0.4T/R)

Key Benefits/Features :

Ultra Short-Throw Projection
The BenQ ultra short-throw projection design gives you 50” big picture in a mere projection distance of 0.4 meters.

BenQ Ultra Short-throw Projection

50”

42cm

BenQ Short-throw Projection

78”

95cm

78”

Non Short-throw Projection

158cm

BenQ Short-throw Projection

78”

82cm

0.4TR 0.5TR 0.6TR

Well-Focused Text Projection for Superb Reading

BenQ Aspherical Short-throw Technology
Crisp and Clear for Easy Reading

Other Short-throw Technologies
Blurry and Difficult to Read

Boosted Image Zoom Rate with BenQ’s
Aspherical Short-throw Lens Projection

Projection Dimensions Screen Size
Diagonal W

(mm)
H

(mm)Inches mm
50 1270 1016 762 421 190.5
70 1778 1422 1067 606 266.7
90 2286 1829 1372 791 342.9

100 2540 2032 1524 884 381.0
120 3048 2438 1829 1069 457.2
150 3810 3048 2286 1347 571.5
200 5080 4064 3048 1810 762.0
260 6604 5283 3962 2365 990.6
300 7620 6096 4572 2736 1143.0

Distance from 
screen (mm)

Vertical offset
(mm)Screen Size

Projection distance

Center of lens

Screen

Vertical offset

There is 3% tolerance among these numbers due to optical component variations. BenQ recommends that if you intend to permanently install the projector, you should physically test the projection size and distance using 
the actual projector in situ before you permanently install it, so as to make allowance for this projector's optical characteristics. This will help you determine the exact mounting position so that it best suits your installation 
location.

Boosted Image Zoom Rate with BenQ’s
Aspherical Short-throw Lens Projection

Normal Image Zoom Rate 
with Traditional Projection

BenQ Aspherical Short-throw Lens Projection Technology 
for Clearer, Sharper and More Stable Picture Performance 

Optional 
Accessories 0.6 Wall Mount Wireless Dongle0.4 Wall Mount 0.3 Wall Mount 3D Glasses
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Education Projector Series Short-Throw

Short-Throw

20W Speaker

Microphone
Support

MW811ST
Big-Time Interaction
for Small-Sized 
Classrooms 

1.3

Short-Throw

Microphone
Support

10W Speaker

MX812ST
Superior Definition
for Small to Medium-Sized 
Classrooms

3D-Ready
LAN Display
Lan Control

USB Display
HDMI
20W Speaker

■ Native Resolution:    XGA
■ Brightness (ANSI Lumens):  3500
■ Contrast Ratio (Full On/Off):  4600:1 
■ Lamp hours (Eco mode):    3000 hrs
■ Throw Ratio:     81" @ 1m (0.6T/R)

Key Benefits/Features :

Short-Throw

Microphone
Support

20W Speaker

MX810ST
Superior Clarity
for Small-Sized 
Classrooms 

3D-Ready
LAN Display
USB Display

HDMI
20W Speaker

■ Native Resolution:    XGA
■ Brightness (ANSI Lumens):  2500
■ Contrast Ratio (Full On/Off):  4600:1 
■ Lamp hours (Eco mode):    5000 hrs
■ Throw Ratio:     95" @ 1m (0.5T/R)

Key Benefits/Features :

WXGA 

Widescreen 3D-Ready
LAN Display
USB Display

HDMI
20W Speaker

■ Native Resolution:    WXGA
■ Brightness (ANSI Lumens):  2500
■ Contrast Ratio (Full On/Off):  4600:1 
■ Lamp hours (Eco mode):    5000 hrs
■ Throw Ratio:     81" @ 1m (0.6T/R)

Key Benefits/Features :

Short-Throw Projection

Table B1: The screen aspect ratio is 4:3 and the projected picture is 4:3
(a) Screen size Projected picture size (b) Distance 

from screen
(mm)

(c) Vertical 
offset
(mm)

Diagonal Height
(mm)

Width
(mm)

Height
(mm)

Width
(mm)Inches mm

50 1270 762 1016 762 1016 596 57
80 2032 1219 1626 1219 1626 953 91

100 2540 1524 2032 1524 2032 1192 114
120 3048 1829 2438 1829 2438 1430 137
150 3810 2286 3048 2286 3048 1787 171
180 4572 2743 3658 2743 3658 2145 206
200 5080 3048 4064 3048 4064 2383 229
220 5588 3353 4470 3353 4470 2622 251
240 6096 3658 4877 3658 4877 2860 274
270 6858 4115 5486 4115 5486 3217 309
300 7620 4572 6096 4572 6096 3575 343

Table B2: The screen aspect ratio is 4:3 and the projected picture is 16:10
(a) Screen size Projected picture size (b) Distance 

from screen
(mm)

(c) Vertical 
offset
(mm)Diagonal

Height
(mm)

Width
(mm)

Height
(mm)

Width
(mm)

50 1270 762 1016 635 1016 497 32
80 2032 1219 1626 1016 1626 794 51

100 2540 1524 2032 1270 2032 993 64
120 3048 1829 2438 1524 2438 1192 76
150 3810 2286 3048 1905 3048 1490 95
180 4572 2743 3658 2286 3658 1787 114
200 5080 3048 4064 2540 4064 1986 127
220 5588 3353 4470 2794 4470 2185 140
240 6096 3658 4877 3048 4877 2383 152
270 6858 4115 5486 3429 5486 2681 171
300 7620 4572 6096 3810 6096 2979 191

(a)

(b)

Center of lens

Screen

(c)

B1

(a)

(b)

Center of lens

Screen

(c)

B2

There is 3% tolerance among these numbers due to optical component variations. BenQ recommends that if you intend to permanently install the projector, you should physically test the projection size and distance using 
the actual projector in situ before you permanently install it, so as to make allowance for this projector's optical characteristics. This will help you determine the exact mounting position so that it best suits your installation 
location.

Projection Dimensions

Optional Accessories

0.6 Wall Mount Ceiling Mount 3D GlassesWireless Dongle



* ISO21118 based measurement.   ** Lamp life results will vary depending on environmental conditions and usage. 
1. Specification may vary by region, please visit your local stores for details.   2. Actual product's features and specifications are subject to change without notice.

Ultra Short-Throw 

Projection System
Native Resolution
Brightness*
Contrast Ratio
Keystone
Aspect Ratio
Display Color
Lens
Zoom Ratio
Image Size (Diagonal)
Throw Ratio
Lamp** (Normal/Economic Mode)
Resolution Support
HDTV Compatibility
Video Compatibility
Horizontal Frequency
Vertical Scan Rate

Input Terminals

Output Terminals

Control Terminal

Dimensions (WxHxD)
Weight
Power Supply
Power Consumption
Audible Noise

DLP® Technology By Texas Instruments®  
WXGA (1280 x 800)  
2500 ANSI Lumens  
13000:1 (Full On/Full Off)  
Manual Vertical ±15°  
16:10 Native (5 Aspect Ratio Selectable)  
Full 1.07 Billion Color Palette  
F=2.65  
Fixed  
50” to 300”  
0.36 : 1 (95”@0.74m)  
230W, 3500/5000 hours  
VGA (640 x 480) to UXGA (1600 x 1200) 
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-102 kHz  
23-120 Hz  

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 1
 • USB Type Mini B x 1 (USB Display)

 
 • Component Video: D-sub 15 pin x 1 
    (Shared with Analog RGB Connector) 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1
 • HDMI (v.1.3) x 1 

 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 2  
 • Microphone: Stereo Mini Jack x1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x 1  
  
339 x 237 x 323 mm 
5.3 kg  
100 to 240V AC, 50/60 Hz  
321W,  Standby <0.5W  
33/27 dBA (Normal/Economic Mode)  
• Dynamic Mode • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens  
• Quick Start Guide • VGA Cable  
• Warranty Card (by region)  • Manual CD
• Remote Control w/Battery  • Power Cord    
 
• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle • 3D Glasses 

PC

A/V

Audio

PC

Audio

DLP® Technology By Texas Instruments®  
XGA (1024 x 768)  
2500 ANSI Lumens  
3000:1 (Full On/Full Off)  
Manual Vertical ±15°  
4:3 Native (5 Aspect Ratio Selectable)  
Full 1.07 Billion Color Palette  
F=2.65  
Fixed  
60” to 300”  
0.3 : 1 (78”@0.48m)  
230W, 3500/5000 hours  
VGA (640 x 350) to WUXGA (1920 x 1200) 
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-98 kHz  
48-120 Hz  

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 1
 • USB Type Mini B x 1 (USB Display)

 
 • Component Video: D-sub 15 pin x 2 
    (Shared with Analog RGB Connector) 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1

 
 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 1  
 • Microphone: Stereo Mini Jack x1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x 1  
  
404 x 229 x 324 mm 
5.8 kg   
100 to 240V AC, 50/60 Hz  
315W,  Standby <1W  
36/30 dB (Normal/Economic Mode)  
• Dynamic Mode • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens  
• Quick Start Guide • VGA Cable  
• Manual CD  • Power Cord 
• Remote Control w/Battery   
 
• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle  

PC

A/V

Audio

PC

Audio

Model MW851UST MX880UST

Education Projector Series

Picture Modes

Functions

Accessories (Standard)

Accessories (Optional)
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DLP® Technology By Texas Instruments®  
XGA (1024 x 768)  
2500 ANSI Lumens  
13000:1 (Full On/Full Off)  
Manual Vertical ±15°  
4:3 Native (5 Aspect Ratio Selectable)  
Full 1.07 Billion Color Palette  
F=2.65  
Fixed  
50” to 300”  
0.45 : 1 (81”@0.74m)  
230W, 3500/5000 hours  
VGA (640 x 480) to UXGA (1600 x 1200) 
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-102 kHz  
23-120 Hz  

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 1
 • USB Type Mini B x 1 (USB Display)

 
 • Component Video: D-sub 15 pin x 1 
    (Shared with Analog RGB Connector) 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1
 • HDMI (v.1.3) x 1 

 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 2  
 • Microphone: Stereo Mini Jack x1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x 1  
  
339 x 237 x 323 mm 
5.3 kg  
100 to 240V AC, 50/60 Hz  
321W,  Standby <0.5W  
33/27 dBA (Normal/Economic Mode)  
• Dynamic Mode • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens  
• Quick Start Guide • VGA Cable  
• Warranty Card (by region)  • Manual CD
• Remote Control w/Battery  • Power Cord    
 
• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle • 3D Glasses 

PC

A/V

Audio

PC

Audio

MX850UST



Short -Throw

DLP® Technology by Texas Instruments®  
XGA (1024 x 768)  
3500 ANSI Lumens  
4600:1 (Full On/Full Off)   
Auto Keystone / Manual Vertical ±30°   
4:3 Native (5 Aspect Ratio Selectable)  
Full 1.07 Billion Color Palette  
F=2.6  
Fixed  
41” to 300”  
0.61 : 1   (81”@1m)  
300W, 2000/3000 hours  
VGA (640 x 480) to UXGA (1600 x 1200) 
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-99 kHz  
48-120 Hz  

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 1
 • USB Type Mini B x 1 (USB Display)

 • Component Video: D-sub 15 pin x 2 
    (Shared With Analog RGB Connector) 
 • HDMI (v.1.3) x 1 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1
 
 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 1  
 • Microphone: Stereo Mini Jack x 1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x 1  
 
290 x 128 x 252 mm (with Lens) 
3.3 kg   
100 to 240V AC, 50/60 Hz  
419W,  Standby <1W  
38/33 dB (Normal/Economic Mode)  
• Dynamic Mode                • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens • Auto Keystone 
• Quick Start Guide • VGA Cable  
• Manual CD  • Power Cord 
• Remote Control w/Battery   

• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle • Soft Carry Case 

PC

A/V

Audio

PC

Audio

DLP® Technology by Texas Instruments®  
XGA (1024 x 768) / WXGA (1280 x 800)  
2500 ANSI Lumens  
4600:1 (Full On/Full Off)   
Auto Keystone / Manual Vertical  ±30°   
4:3 Native / 16:10 Native (5 Aspect Ratio Selectable) 
Full 1.07 Billion Color Palette  
F=2.6  
Fixed  
48” to 300”  
0.61:1 (81”@1m) / 0.5 : 1 (95”@1m)  
210W, 4000/5000 hours  
VGA (640 x 480) to UXGA (1600 x 1200)
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-99 kHz  
48-120 Hz   

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 1
 • USB Type Mini B x1 (USB Display)

 
 • Component Video: D-sub 15 pin x 2 
    (Shared With Analog RGB Connector) 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1

 
 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 1  
 • Microphone: Stereo Mini Jack x 1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x 1  
  
290 x 128 x 252 mm (with Lens) 
3.4 kg   
100 to 240V AC, 50/60 Hz  
290W,  Standby <1W  
35/30 dB (Normal/Economic Mode)  
• Dynamic Mode • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens • Auto Keystone 
• Quick Start Guide • VGA Cable  
• Manual CD  • Power Cord 
• Remote Control w/Battery  

• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle • Soft Carry Case 

PC

A/V

Audio

PC

Audio

MX812ST MX810ST / MW811ST
DLP® Technology By Texas Instruments®  
WXGA (1280 x 800)  
2500 ANSI Lumens  
3000:1 (Full On/Full Off)  
Auto Keystone / Manual Vertical ±40°   
16:10 Native (5 Aspect Ratio Selectable)  
Full 1.07 Billion Color Palette  
F=2.6  
Fixed  
48” to 300”  
0.5 : 1 (95”@ 1m)  
185W, 3000/4000 hours  
VGA (640 x 480) to UXGA (1600 x 1200) 
480i, 480p, 576i, 576p, 720p, 1080i, 1080p  
NTSC, PAL, SECAM  
31-93 kHz  
48-120 Hz  

 • Analog RGB: D-sub 15 pin x 2 
 • USB Type A x 2
 • USB Type Mini B x 1 (USB Display)
 
 • Component Video: D-sub 15 pin x 2 
    (Shared with Analog RGB Connector) 
 • HDMI (v.1.3) x 1 
 • S-Video: Mini Din 4 pin x 1 
 • Composite Video: RCA x 1  
 
 • Audio L/R : RCA x 2  
 • Stereo Mini Jack x 1  
 • Microphone: Stereo Mini Jack x1 
 • Monitor Out: D-sub 15 pin x 1 
 • Variable Audio Out : Stereo Mini Jack x 1 
 • 10W Speaker x 2 
DC 12V Trigger x 1  

• Serial Connector: RS232 9 pin x 1  
• LAN Control: RJ45 x1  
  
330 x 130 x 249 mm (with Lens)
3.8 kg   
100 to 240V AC, 50/60 Hz  
240W,  Standby <1W  
30/28 dB (Normal/Economic Mode)  
• Dynamic Mode                • Presentation Mode
• sRGB Mode • Cinema Mode
• User 1 Mode  • User 2 Mode
• BrilliantColor™  • Blank
• VIDI™   • Panel Key Lock
• 3D Color Management • Auto Off
• Crestron LAN Control • Security Password  
• Closed Captioning • HDTV Compatible 
• Digital Zoom (x 2) • High Altitude Mode 
• Variable Audio Out • “Q?” Hot Key for FAQ
• Quick Cooling • Quick Auto Search
• 3D-Ready • PJ Link Compatible
• USB Display • LAN Control/Display
• Wireless Display (Optional) • PC-Less Presentation
• Short-throw Ratio Lens  
• Quick Start Guide • VGA Cable  
• Manual CD  • Power Cord 
• Remote Control w/Battery  • Soft Carry Case
• PointDraw™ Pen Set (Pen+Holder+Wrist Strap+USB Adapter+USB Cable)
• Presentation Plus • Spare Lamp Kit
• Wall Mount • RS232 Cable
• Wireless Dongle  
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BenQ Education Projectors
Practical Magic for Classrooms

Today, Tomorrow and the Future

Care for the Environment
Please Recycle

© Copyright 2011 BenQ Corporation. All rights reserved. Corporate names and trademarks are the property of their respective companies. Specifications subject to change without notice. 

Please visit our official website at 
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AUS Call Centre: 1300 130 336
NZ Call Centre:      0800 14 BENQ (2367)  




